Worm Gear Boxes / Geared Motors

Aluminium Pressure Diecast Housing

Hollow Output Shaft as Standard

Universal Mounting with Add - on Parts for Foot / Flange Mtg
Ratio - 7:1 to 100:1 Covering 0.12 kw to 4 kw

Supplied with Factory Packed Long Life Lubricating Oil



Selection

Input =1400 RPM

200 018 025 070 12 01
132 0.1 25 100 11 02
93 0.1 25 140 11 03
73 0.1 25 175 10 04
47 0.1 16140 10 05
36 0.1 16190 0. 06
23 0.12°_ 016" 1.0 8 07
197 0. 050 145 12 01
138 037 050 200 1 02
98 037 050 270 10 _ 03
66 037 050 380 10 04
[ 025 0.33  3.00 05
a7 0.25 033 340 1. 06_|
30 025 033 380 08 07
23 018" 025 390 1.0 08 |
20 12°_0.16° 290 0. 09
13.5 12°_0.16" 290 0. 0
200 75 1.0 .00 i
140 75 1.00 4.00 02
100 75 100 530 03
78 55 075 4.90 04
54 55 075 650 1. 05
40 37 050 6.0 1. 06
32 037 050 590 09 07
23 025 033 520 10 O
20 025 033 650 08 0
17 018025 460 10 1
13 012 016 400 1.
200 B0 250 780 08 01
140 80250 100 09 02
93 50 200 120 10 __ 03
74 10150 107 10 04
58 40150 130 10 05
a7 110150 140 09 06
39 075 100 120 10 07
32 055 075 110 10 08
20 055 075 11.0 0. 09
17 037 050 11.0 1. 10
14.5 0.37° 050" 950 1. 1
200 1.80 250 7.80 01
180250 100 02
93 200 120 1 03
74 . 2 0. 04
58 150 200 .
a7 150 2,00 19.0
39 110 1.50 ; 07
32 0.75 3 10 08
20 75" 1.0 0. 09
37050 110 1. 10
: 0.37° 0.50° 9.50 1. 11
207 400 550 18 1. 01
145 400 550 22 1. 02
| B 00 400 23 10 03
|7 20 300 24 10 04
& 20 300 27 10 05 B
220 300 32 1106
| B 50 200 2810 07
30 50 200 32 1.0 0
26 0150 24 1.0 [
| 20 10 150 24 08 1
D 075100 24 10 1
12 055 075 21 10 12
= 207 75 10 29 08 D1
75 10 37 08 02
SIS o0 75 45 09 03
72 46 10 04
63 g 1.0
a7 ]
38 4 .
3z 10 08
27 55 10 09
1 2 45 10 10
& 1T 15 42 10 1
14 1. 15 45 10 12







50 63 110
18 25 25 28 35 42
65 81 120 120 135 155
11 16 18 18 25 25
30 30 45 45 50 56
74 81.5 99.5 99.5 124 148
55 65 79 79 98 125
72102 82 :02 100 0.2 115 202 142 0.2 170 0.2
80-81 98-100 110-111 115 145 180
121 138.5 170 170 236.5 266
72 81 100 100 138 170
144 163 200 215 280 340
49 54.5 70 70 94.5 120
100 123 144 142 182 224
a5 38 45 45 64 74
50-52 63-65 95 120 140 200
88 113 133 156 180 240
4 - MBx14 4 - M6x9 8 - MBx17 8 - MBx17 4 -M10x18 8 - M12x30
8.5 10.5 10.5 13 13 13
10.5 10.5 10.5 1 10.5 13
a3 3.5 4 12 5 22
68 74.5 93 a3 112 138
9 ] 7 7 5 11
2 3 5 5 35 35
90.5 114.5 116 m 148.5 179.5
60.5 85 86 85 108 131.5
65 94 90 90 130 165
87 20 150 165 176 230
110 123 175 200 205 270
60 +0.05 +0.15 70 +0.10 +0.20 115 +0.10+0.20 | 130 +0.083 +0.043 152 +0.06 0 170 +0.04 +0.08
50 68 75 75 110 130
4 5 -] 6 8 8
- MB M6 M6 Ma M8
] 12- 13 13 16 16.5
2.4 3 -] 6 16.5 35

LUBRICATION
All Gears are Supplied with LONG LIFE SYNTHETIC OIL. offering atleast 8000 working hours life.

RECOMMANDED OIL FOR REFILING

TIVELA OIL
SC320

D220 EP

SYNTHESO

VSF 320

TELLIUM OIL

GLYCOLUBE
RANGE 220

030 045 050 063 63A 085 110*
0.060 0.090 0.180 0.40 0.40 1.20 24LL in B8 Position
Lt Lt Lt Lt. Lt Lt. 2.8LL. In BS Position
* See oll level plugs Incase of non availibility of recommanded oil contact us.
Mounting Position
B3 B8 V5
B6 B7 Vé




Service Factor

Sdf- 5
Type of load and starts per hour s o
Uniform 0.9 1 1.25
Continuous or Intermittent appl. with start /hour  |< 10|Moderate 1 1.25 1.5
Heavy 1.25 15 1.75
Uniform 1.25 1.5 1.75
Continuous or Intermittent appl. with start /hour > 10|Moderate 1.5 1.75 2
Heavy 1.75 2 225
Radial and Axial Load
N’ 030 045 050 |063/63A| 085 110
N T TRTATR A[R|A|R|AJR|A]R|
200 | 12 | 60| 18 [ 90 | 24 [120| 36 | 180 | 50 | 250| 60 | 290
150 14 | 70 | 20 | 100 | 28 | 140 | 40 | 200 | 58 | 290 | 70 | 330
100 | 16 | 80 | 22 [110 | 30 | 150 | 46 |230| 60 | 300 | 75 | 360
75 18 | 90 | 24 [120| 34 | 170 | 50 | 250 | 70 | 850 | 80 | 400
50 20 | 100| 26 [ 140 38 [ 190 | 60 | 300 | 80 | 400 | 92 | 480
25 25 | 125| 30 | 180 | 48 [ 250 | 70 | 380 | 100 [ 500 | 120 | 600
15 28 | 140 | 40 | 200 | 56 | 280 | BO | 400 | 116 | 580 | 140 | 700
N1’ 030 045 050 |063/63A| 085 11'0___‘
3 N [ R oA [FRE[EA (RSN [ERE AT |ERn e A IR
1400 | 2 | 10| 3 [ 16| 4 [20] 6 [ 30| 10 | 60 | 16 | 80
* Strong Axial loads in the DX direction are not allowed.
Solid Output Shafts Single Shaft
| B | C SE NSNS S Sl e A
[030 5 | 25 | 14 [355| 61 | 95 | 55 | 126 | 163 . s | “‘1:@
045 6 | 32 | 18 | 43 | 70 | 113 | 65 | 151 | 208 , < .
[050 8 | 52 | 25 | 60 | 88 | 146 | 81 | 200 [ 28.3 N
|o63 8 | 60 | 25 | 63 | 127 | 190 | 120 |2464] 2863 | Double Shaft
[63A 8 |60 | 28 | 63 | 126 [ 191 120 | 247 | 31.3] { 2 TN _
|085 10 | 60 | 35 | 735 | 140 | 214 | 135 | 282 | 383 l e l "'IEE%
{110 12 | 75 | 42 | 96.5 |163.5| 260 | 155 | 348 | 45.3 % g = '
L
Torque Arm
| AlB|C[D|E[F[G[H]I
[030 00 | 40 | 158 | 60 | 65 | 7 | 14 | B | 4
|oas 100 | 45 (158 | 50 | 65 | 7 | 14 | B8 | 4
[o50 100 | 556 | 173 | 68 | 94 | 7 | 14 | 8 | 4
{063 150 | 65 | 235 | 75 | 90 | 9 | 20 | 10 | 6
[63A” | 750 | 65 [ 235 | 75 | 90 [ 9 [ 20 | 20 [ 6
foss | 200 | 80 [320 [ 110 [130 [ 11 [ 25 [ 20 [ 6
(110 250 [ 100 [ 391 [ 130 | 165 | 13 | 25 | 20 | 6
[:I Available El Power higher than max. transmissible by the gearbox; select the

* Available on specific order

% % Max intermittent power

|.C | Motor flange position: .@'\f

unit according to the max. Torque specified in the M2 column.




How to Order

F

Type Size Mounting Ratio Output shaft Motor size Mounting positior
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FOR HIGHER RATIOS IN COMPACT CONSTRUCTIONS / ALUMINIUM
DIE CAST CASINGS
AVAILABLE IN ALL MOUNTING CONSTRUCTIONS

HELICAL - WORM TYPE DOUBLE WORM COMBINATION
Ratios 24 : 1 To 450 : 1 Ratios 135 : 1 To 3000 : 1

Also Helical Gear Boxes / Geared Motors

Narhari Engineering Works Put. L[td,

1, Shah Industrial Estate, Off. Veera Desai Road, Andheri (West), Mumbai - 400 053.
Tel. : 2673 1825, 2673 1893 Fax No. 2673 2107
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